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QUOTE NUMBER
0XXXXXX ANP Quote Number

    NOTE:  ANP Retrofit Kits are custom designed to fit fixture.
Please see page 2 for performance data.
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Specifications Ceramic Platform Retrofit Kit

CPS30W18     (30W Ceramic LED)

CPS39W18     (39W Ceramic LED)

CPS46W18     (46W Ceramic LED)           

CPM78W30    (78W Ceramic LED)

CPM90W36    (90W Ceramic LED)

CPL120W48   (120W Ceramic LED)

Ceramic Platform Retrofit Kit - LED
The ANP Ceramic LED Platform is available in 30-Watt, 39-Watt, 46-Watt, 78-Watt, 
90-Watt and 120-Watt. Each LED module has a non-yellowing, shatter-resistant lens 
allowing the platform to be exposed. Suitable for retrofit into all ANP down light, cut-off 
and dark sky compliant luminaires and most other manufacturers’ similar luminaires. 

Specifications

Retrofit Kit
Platform

Light Source
& Wattage

CCT

Catalog Logic

CPL120W48 T5 40K R

Catalog Number

Optic ANP Quote Number

0147588

LED: Featuring ceramic heat 
sink technology and individual 
LED optical control, based on 
high performance TIR Optics, 
the ANP Ceramic Platform 
engine offers superior 
performance and efficiency. 

Color Temperature: 
Available in 2700K, 3000K, 
3500K or 4000K. CRI is 
greater than 80.

Efficacy: Typical efficacy 
ranges from 131 to 160 
lumens per watt.
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Dimension Specifications
LED Wattage Width

30W  8 5/8”

39W  8 5/8”

46W  8 5/8”

78W  12 1/4”

90W  12 1/4”

120W 13 1/2

Life:  L70 > 50,000 hours

Distribution: Available in 
Type II, III, IV or V distribution.

Lens: Non-yellowing, shatter-
resistant, PMMA lens.

Construction: IP66 
construction.

Listings: ETL

Warranty: 5-year limited 
warranty*

LIGHT SOURCE & WATTAGES1

T2 (Type II)

T3 (Type III)

T4 (Type IV) 

T5 (Type V)

OPTICS2

4

27K (2700K)

30K (3000K)

35K (3500K) 

40K (4000K)

COLOR TEMPERATURE (CCT)3
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improvements, ANP reserves the right to make minor changes which do not effect the product’s overall performance or appearance.
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PERFORMANCE TABLE - TIR PLATFORM - INITIAL LUMENS

2700K 3000K 3500K 4000K

LED CATALOG WATTS DISTRIBUTION DELIVERED 
LUMENS lm/W B U G DELIVERED 

LUMENS lm/W B U G DELIVERED 
LUMENS lm/W B U G DELIVERED 

LUMENS lm/W B U G

CPS30W18 30W

TYPE II 4163 139 1 0 1 4490 150 1 0 1 4327 144 1 0 1 4668 156 1 0 1

TYPE III 4060 135 1 0 1 4379 146 1 0 1 4220 141 1 0 1 4553 152 1 0 1

TYPE IV 4277 143 1 0 1 4613 154 1 0 1 4446 148 1 0 1 4796 160 1 0 1

TYPE V 4249 142 3 0 1 4583 153 3 0 1 4416 147 3 0 1 4765 159 3 0 1

CPS39W18 39W

TYPE II 5087 130 0 0 1 5487 141 0 0 1 5523 142 1 0 1 5705 146 1 0 1

TYPE III 4962 127 1 0 1 5352 137 1 0 1 5387 138 1 0 1 5564 143 1 0 1

TYPE IV 5227 134 2 0 2 5638 145 1 0 1 5675 146 1 0 1 5862 150 2 0 2

TYPE V 5193 133 3 0 1 5601 144 3 0 1 5638 145 3 0 1 5823 149 3 0 1

CPS46W18 46W

TYPE II 6383 139 1 0 1 6884 150 2 0 2 6634 144 2 0 2 7158 156 2 0 2

TYPE III 6225 135 1 0 1 6714 146 1 0 1 6471 141 1 0 1 6981 152 1 0 1

TYPE IV 6558 143 2 0 2 7073 154 2 0 2 6817 148 2 0 2 7354 160 2 0 2

TYPE V 6515 142 3 0 1 7027 153 3 0 1 6772 147 3 0 1 7306 159 3 0 1

CPM78W30 78W

TYPE II 10273 132 2 0 2 11080 142 2 0 2 10678 137 2 0 2 11520 148 2 0 2

TYPE III 10217 131 2 0 2 11020 141 2 0 2 10620 136 2 0 2 11458 147 2 0 2

TYPE IV 10720 137 2 0 2 11562 148 2 0 2 11143 143 2 0 2 12022 154 2 0 2

TYPE V 10795 138 4 0 2 11643 149 4 0 2 11221 144 4 0 2 12106 155 4 0 2

CPM90W36 90W

TYPE II 12360 137 2 0 2 13331 148 2 0 2 12848 143 2 0 2 13861 154 2 0 2

TYPE III 12027 134 2 0 2 12973 144 2 0 2 12502 139 2 0 2 13488 150 2 0 2

TYPE IV 12830 143 3 0 2 13839 154 3 0 3 13336 148 3 0 3 14388 160 3 0 3

TYPE V 12215 136 4 0 2 13175 146 4 0 2 12697 141 4 0 2 13699 152 4 0 2

CPL120W48 120W

TYPE II 15666 131 3 0 2 16897 141 3 0 3 16284 136 3 0 3 17569 146 3 0 3

TYPE III 15287 127 3 0 2 16488 137 3 0 2 15890 132 3 0 2 17143 143 3 0 2

TYPE IV 16204 135 3 0 3 17478 146 3 0 3 16844 140 3 0 3 18172 151 3 0 3

TYPE V 15895 132 4 0 2 17144 143 4 0 2 17574 146 4 0 2 17825 149 4 0 2

FINISHES
•	 A polyester powder coat high quality finish is electro-statically applied and baked at 430° for exceptional durability and color retention. Products undergo an intensive five-step cleansing and 

pretreatment process for maximum paint adhesion. 5-year warranty for aluminum products. 2-year warranty for steel products.
•	 Marine grade finish provides superior salt, humidity and UV protection. This coating withstands up to 3,000 hours of continuous salt spray and is available in either a textured or gloss surface. 

5-year warranty for aluminum products. 2-year warranty for steel products.

WARRANTY

 See www.ANPlighting.com for complete fixture warranty.

LED warranty information

•	 5 year limited warranty*

•	 *Limited Warranty: A typical year is defined as 4,380 hours of operation.
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